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Technical Features

Electrical Protection
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PAG66 ( Impeller)

40,000Hours(L10) At 40°C room, humidity 15%~65%RH

Operating temperature -25~60°C Operating humidity 0 ~ 85 % RH
Storing temperature -25 ~ 70°C Storing humidity 0 ~ 95 % RH
Applicable altitude range 1000m

Class B 130°C)

IP54

Control input 0~10VDC/PWM

GB12350¢Safety requirements of small power motors)

JB/T10563 « technical specification for general purposes centrifugal fans)
EN60335-1(Household and similar electrical appliances-safety)
ISO5801-1997«Industrial fans-performance testing using standardized airways)
GB/T2888( Methods of Noise Measurement for Fans Blowers Compressors and Roots Blowers)

At the rated voltage and frequency,the residual unbalance of the fan is not less than G6.3
(balancing precision grade)in each plane,according with JB/T9101

Vibration speed virtual value of fans accord with JB/T8689

Control signal VSP voltage range1.0+10VDC.
PWM signal frequency 1K~10KHz amplitude 10~12V duty cycle 0%~100%
Tach output 1 Pulse/R

Current limiting protection | Over-temperature protection | Over-current protection
Locked-rotor protection | Over-voltage and under-voltage protection
Input power supply lacks phase protection

Delay time <30 seconds to full speed

Electromagnetic radiation in accordance with GB9254 provisions
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Charts :Air Flow
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Wiring Diagram

L Color Function Functional description
Brown L Live line
L1 Blue N Naught line
Yellow/Green PE Ground lead
Red +10VDC Fixed voltage output 10VDC
Blue GND Ground reference end of control signal
L2 il 0-10VDC/PWM Speed regulation signal input terminal, 0-
10V voltage
White FG Velocity feedback pulse output
1 Pulse/R
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Warning
1.
The fan and motor must be used within the prescribed scope of temperature and humidity otherwise it will cause
an
unexpected damage.
2.
Provide the right voltage according to the nameplate otherwise it will damage the product.
3.

Wiring depends on the wiring diagram and please connect the earth ground if required. We don't suggest to use
the

extension cord .Any wrong connection may cause the damage of the fan.

4.

Be careful when moving the fan and do not take the blades as a handle because it will cause the distortion and
chatter.

5.

Connect the thermostat if required otherwise it would damage the motor because of the over temperature.

6.

The length of the mounting screws shall not exceed the requirement, otherwise the fan will be damaged.

7.

Do not disassemble the fan arbitrarily. It may hurt the capacity of water tightness and dynamic balance or cause
other

serious problems.

8.

The over current protector is nhecessary in case the damage from the over current.

9.

Install the fan as required, any other installing direction would affect the service life of the product.

10.

The fan with inlet ring should be installed follow the requirements or it will affect the performance.

11.

Users should use the standard cable when install the fan otherwise it will affect the water tightness.

12.

The fan should keep away from the children especially the blade and electric parts .And the children are not
allowed to operate the fan alone.

Please be informed that we are not responsible for any damage or accidents caused by violating above rules to
install and operate the fan.
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