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AC Forward Centrifugal Fan LWFA2E108-072NS-01

Technical Features

Material

Galvanized sheet ( Impeller)

Life Expectance

25000Hours(L10), At 20°C room, humidity 15%~65%RH.

Service environment

Operating temperature: -25~60°C;, Operating humidity: 0~ 95 % RH
Storing temperature: -40 ~80°C; Storing humidity: 0~ 75 % RH
Applicable altitude range: < 1000m

Insulation Class

Class F (155°C)

Protection Type

IP44

GB12350 {Safety requirements of small power motors)

GB/T13275 (General technical requirement for general centrifugal fan)

Production o , ,
EN60335-1 {Household and similar electrical appliances-safety)
standard
ISO5801-1997 {Industrial fans-performance testing using standardized airways)
GB/T2888 { Methods of Noise Measurement for Fans Blowers Compressors and Roots Blowers)
Balanci At the rated voltage and frequency,the residual unbalance of the fan is not less than G6.3
alancing

(balancing precision grade)in each plane,according with JB/T9101

Vibration of the fan

Vibration speed virtual value of fans accord with JB/T8689

Thermal protection
function

This motor with heat procetion,cut odd temperature:145-160°C,relpacement temperature

85~120°C
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AC Forward Centrifugal Fan LWFA2E108-072NS-01

Product Drawing
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Rated capacitor: 19 F/450VAC
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AC Forward Centrifugal Fan LWFA2E108-072NS-01

Charts :Air Flow
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AC Forward Centrifugal Fan

Wiring Diagram
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type: FFDEV-4CU-228

power: 30W

speed: 2550RPM
frequency: 50Hz
voltage: 220 / 240V
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AC Forward Centrifugal Fan LWFA2E108-072NS-01

EINiE : Warning

VAL XL ZUHE I E FRRBE AT BE S A, 705 D0 T B 3 AN T T30 F 45308

The fan and motor must be used within the prescribed scope of temperature and humidity otherwise it will cause an
unexpected damage.

2. TS AL FH AR MR R B IR B N, 15 ) 3 AL AR

Provide the right voltage according to the nameplate otherwise it will damage the product.

3. MHURLLAHZRL RGN, A& TR ™ MG 50 B, A@uCs g KL, Irfi AgdaR
PR HR AT e i R LGEIR o

Wiring depends on the wiring diagram and please connect the earth ground if required. We don't suggest to use the
extension cord .Any wrong connection may cause the damage of the fan.

4. ERE AR, AT UL B Y52 ) s is 7= i, 75 023 i AR TR AR B2 e i R 3l oK.

Be careful when moving the fan and do not take the blades as a handle because it will cause the distortion and
chatter.

5. X T HEREIERIIRNL, 155 LERIREARM T2, 50 7] REE RN SR e .

Connect the thermostat if required otherwise it would damage the motor because of the over temperature.

6. A AR 2 AR BRI, 75 I S XA LA

The length of the mounting screws shall not exceed the requirement, otherwise the fan will be damaged.

7. EAEE TR, PR R B - DK SEROR, 7 AR 51 22 4 i AL

Do not disassemble the fan arbitrarily. It may hurt the capacity of water tightness and dynamic balance or cause
other

serious problems.

8. MBI L AOE R AT Bl R 3T O 37 s LA L R DR 77 il 3 A A

The over current protector is necessary in case the damage from the over current.

9. TEHE ML UL 22 3 T7 [0 2287 i, AR AN ™ il (R B R R 22 3R 2 5 M KL A 5 i

Install the fan as required, any other installing direction would affect the service life of the product.

10. Hc & 3 WU A XL R FE IR RO B A 222k, 15 LR S 7 i 12k e

The fan with inlet ring should be installed follow the requirements or it will affect the performance.

M. RFARA LR KL, 7 ik BG4 ) 242 T A EOR M Y, 75 PR 2 M By KRR «

Users should use the standard cable when install the fan otherwise it will affect the water tightness.

12, RNLIE 223 AE )L B AN B F Ak 3] B Ry R O D7, AN S0 ) L3 sl DA™ i

The fan should keep away from the children especially the blade and electric parts .And the children are not allowed
to operate the fan alone.

RA% A B2 ) 22 AT RN, i LA B B B, 3R R I A RSEAE T STAE. O RIE !

Please be informed that we are not responsible for any damage or accidents caused by violating above rules to

install and operate the fan.
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CUSTOMER APPROVAL

CUSTOMER SIGNATURE: DATE :
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